
OPA4277-SP 耐放射線特性、高精度オペアンプ
1 特長
• QMLV 認定済み： 5962-16209

– 総吸収線量 (TID) 50krad(Si) までの放射線耐性

保証 (RHA)
– ELDRS フリー (『放射線耐性についてのレポート』

を参照)
– LET = 85MeV-cm2/mg までのシングル イベント ラ

ッチアップ (SEL) 耐性

• 非常に小さいオフセット電圧：20µV (標準値)
• 非常に低いドリフト：0.15µV/℃ (標準値)
• 高いオープン ループ ゲイン：134dB (標準値)
• 大きい同相除去：140dB (標準値)
• 高い電源電圧変動除去比：130dB (標準値)
• 幅広い電源電圧範囲：±2V～±18V
• 低い静止電流：790µA /アンプ (標準値)
• 業界標準のクワッド オペアンプ ピン配置を持つ 14 ピ

ン CFP で供給

2 アプリケーション
• 衛星用電源システム (EPS)
• コマンドとデータの処理

• 光学画像処理ペイロード

• 実験室およびフィールド向け計測機器

• 人工衛星の温度および位置センシング

• 高精度航空宇宙アプリケーションおよび科学用アプリ
ケーション：

– トランスデューサ アンプ

– ブリッジ アンプ

– ひずみゲージ アンプ

– 高精度積分器

3 概要
OPA4277-SP 高 精 度 オ ペ ア ン プ は 、 業 界 標 準 の

LM124-SP の代替製品です。ノイズが改善され、入力オ

フセット電圧が 2 桁も低下しています。非常に低い入力オ

フセット電圧およびドリフト、低いバイアス電流、高い同相
除去比、高い電源電圧除去比といった特長があります。

OPA4277-SP は ±2～±18V の電源で動作し、非常に優

れた性能を発揮します。ほとんどのオペアンプは 1 つの

電源電圧でのみ動作が規定されているのに対して、
OPA4277-SP 高精度オペアンプは複数の実アプリケーシ

ョンに対応して規定されており、±5～±15V の電源電圧範

囲に対して単一の制限が適用されます。アンプが指定の
制限までスイングしても、高い性能が維持されます。

OPA4277-SP は簡単に使用でき、一部のオペアンプに

見られる位相反転や過負荷の問題は発生しません。デバ
イスはユニティ ゲイン安定で、広い範囲の負荷状況にわ

たって優れた動的動作を実現します。OPA4277-SP は完

全に独立した回路を使用しているため、オーバードライブ
または過負荷時でも、クロストークが最小限に抑えられ、チ
ャネル間の相互干渉が発生しません。

製品情報
部品番号 グレード パッケージ (1)

5962L1620901VYC
50krad(Si) ELDRS フリ

ー

14 リードの CFP (HFR)

5962L1620901VXA 28 リードの CDIP (JDJ)

5962L1620901V9A KGD(2)

OPA4277HFR/EM エンジニアリング サンプ

ル (3) 14 リードの CFP (HFR)

(1) 詳細については、セクション 10 を参照してください。

(2) KGD = 既知の良好なダイ

(3) これらのユニットは、エンジニアリング評価のみを目的としており、
標準とは異なるフローに従って処理されています。これらのユニッ
トは、認定、量産、放射線テスト、航空での使用には適していませ
ん。これらの部品は、MIL に規定されている温度範囲 -55℃～

+125℃、または動作寿命の全体にわたる性能を保証されていま

せん。
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4 Pin Configuration and Functions

1OUT A 14 OUT D

2–IN A 13 –IN D

3+IN A 12 +IN D

4V+ 11 V–

5+IN B 10 +IN C

6–IN B 9 –IN C

7OUT B 8 OUT C

Not to scale

図 4-1. HFR Package, 14-Pin CFP (Top View)

表 4-1. Pin Functions: CFP
PIN

TYPE DESCRIPTION
NO. NAME
1 OUT A Output Output channel A

2 –IN A Input Inverting input channel A

3 +IN A Input Noninverting input channel A

4 V+ — Positive (highest) power supply

5 +IN B Input Noninverting input channel B

6 –IN B Input Inverting input channel B

7 OUT B Output Output channel B

8 OUT C Output Output channel C

9 –IN C Input Inverting input channel C

10 +IN C Input Noninverting input channel C

11 V– — Negative (lowest) power supply

12 +IN D Input Noninverting input channel D

13 –IN D Input Inverting input channel D

14 OUT D Output Output channel D
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1NC 28  NC

2OUT A 27  OUT D

3NC 26  NC

4NC 25  NC

5–IN A 24  –IN D

6+IN A 23  +IN D

7+VS 22  –VS

8NC 21  NC

9+IN B 20  +IN C

10–IN B 19  –IN C

11NC 18  NC

12NC 17  NC

13OUT B 16  OUT C

14NC 15  NC

Not to scale

図 4-2. JDJ Package, 28-Pin CDIP (Top View)

表 4-2. Pin Functions: CDIP
PIN

TYPE DESCRIPTION
NO. NAME
1, 3, 4, 8, 
11, 12, 14, 
15, 17, 18, 
21, 25, 26, 
28

NC — Not connected

2 OUT A Output Output (channel A)

5 –IN A Input Inverting input (channel A)

6 +IN A Input Noninverting input (channel A)

7 +VS — Positive (highest) power supply

9 +IN B Input Noninverting input (channel B)

10 –IN B Input Inverting input (channel B)

13 OUT B Output Output (channel B)

16 OUT C Output Output (channel C)

19 –IN C Input Inverting input (channel C)

20 +IN C Input Noninverting input (channel C)

22 –VS — Negative (lowest) power supply

23 +IN D Input Noninverting input (channel D)

24 –IN D Input Inverting input (channel D)

27 OUT D Output Output (channel D)
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4.1 Bare Die Information
DIE 

THICKNESS BACKSIDE FINISH BACKSIDE
POTENTIAL

BOND PAD
METALLIZATION COMPOSITION

BOND PAD
THICKNESS

15 mils Silicon with backgrind Negative (lower) power supply AlCu (0.5%) 990 nm to 1210 nm

表 4-3. Bond Pad Coordinates in Microns
PAD(1)

TYPE DESCRIPTION X MIN Y MIN X MAX Y MAX
NO. NAME
1 OUT A Output Output channel A 1791.042 7290.340 1901.751 7401.049

2 –IN A Input Inverting input channel A 1701.719 6111.536 1807.397 6217.213

3 +IN A Input Noninverting input channel A 1701.719 5326.505 1812.429 5437.215

4 V+ — Positive (higher) power supply 1555.784 4390.507 1661.461 4498.700

5 +IN B Input Noninverting input channel B 1706.752 3462.057 1807.397 3562.702

6 –IN B Input Inverting input channel B 1701.719 2671.994 1807.397 2777.671

7 OUT B Output Output channel B 1796.074 1498.222 1896.719 1598.867

8 OUT C Output Output channel C 3278.071 1498.222 3383.748 1603.900

9 –IN C Input Inverting input channel C 3362.361 2671.994 3473.071 2782.704

10 +IN C Input Noninverting input channel C 3367.393 3462.057 3473.071 3567.734

11 V– — Negative (lower) power supply 3407.651 4391.765 3513.329 4497.442

12 +IN D Input Noninverting input channel D 3367.393 5331.537 3468.038 5432.182

13 –IN D Input Inverting input channel D 3362.361 6111.536 3468.038 6217.213

14 OUT D Output Output channel D 3273.039 7290.340 3383.748 7401.049

(1) Substrate must be biased to V–, negative (lower) power supply.

www.ti.com/ja-jp
OPA4277-SP

JAJSCU8B – DECEMBER 2016 – REVISED NOVEMBER 2024

Copyright © 2024 Texas Instruments Incorporated 資料に関するフィードバック (ご意見やお問い合わせ) を送信 5

Product Folder Links: OPA4277-SP
English Data Sheet: SBOS771

https://www.ti.com/jp
https://www.ti.com/product/jp/opa4277-sp?qgpn=opa4277-sp
https://www.ti.com/jp/lit/pdf/JAJSCU8
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSCU8B&partnum=OPA4277-SP
https://www.ti.com/product/jp/opa4277-sp?qgpn=opa4277-sp
https://www.ti.com/lit/pdf/SBOS771


5 Specifications
5.1 Absolute Maximum Ratings
over operating free-air temperature (unless otherwise noted)(1)

MIN MAX UNIT
Supply voltage = (V+) – (V–) 36 V

Input voltage (V–) – 0.7 (V+) + 0.7 V

Output short circuit Continuous

Operating temperature –55 125 °C

Junction temperature 150 °C

Lead temperature (soldering, 10 s) 300 °C

Tstg Storage temperature –55 125 °C

(1) Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress ratings 
only, which do not imply functional operation of the device at these or any other conditions beyond those indicated under 
Recommended Operating Conditions. Exposure to absolute-maximum-rated conditions for extended periods may affect device 
reliability.

5.2 ESD Ratings
VALUE UNIT

V(ESD) Electrostatic discharge
Human body model (HBM), per ANSI/ESDA/JEDEC JS-001, all pins(1) ±2000

V
Machine model (MM) ±100

(1) JEDEC document JEP155 states that 500-V HBM allows safe manufacturing with a standard ESD control process.

5.3 Recommended Operating Conditions
over operating free-air temperature range (unless otherwise noted)

MIN MAX UNIT
Dual supply voltage ±2 ±18 V

Tested supply voltage ±5 ±15 V

TJ Operating junction temperature –55 125 °C

5.4 Thermal Information

THERMAL METRIC(1)

OPA4277-SP
UNITHFR (CFP) JDJ (CDIP)

14 PINS 28 PINS
RθJA Junction-to-ambient thermal resistance 26.7 66.3 °C/W

RθJC(top) Junction-to-case (top) thermal resistance 9.4 19.3 °C/W

RθJB Junction-to-board thermal resistance 10.4 35.9 °C/W

ψJT Junction-to-top characterization parameter 4.6 12.8 °C/W

ψJB Junction-to-board characterization parameter 10.2 34.1 °C/W

RθJC(bot) Junction-to-case (bottom) thermal resistance 2.9 3.8 °C/W

(1) For more information about traditional and new thermal metrics, see the Semiconductor and IC Package Thermal Metrics application 
report.
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5.5 Electrical Characteristics
at TJ = 25°C, VS = ±5 V to ±15 V, and RL = 2 kΩ (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT
OFFSET VOLTAGE

VOS Input offset voltage
TJ = 25°C, pre- and post-irradiated ±20 ±65

µV
TJ = –55°C to +125°C, pre-irradiated ±140

dVOS/dT Input offset voltage temperature drift TJ = –55°C to +125°C, pre-irradiated ±0.15 µV/°C

Input offset voltage long-term 
stability 0.2 µV/mo

PSRR Power-supply rejection ratio

VS = ±2 V to ±18 V,
TJ = 25°C, pre- and post-irradiated ±0.3 ±1

µV/V
VS = ±2 V to ±18 V,
TJ = –55°C to +125°C ±1

Channel separation dc 0.1 µV/V

INPUT BIAS CURRENT

IB Input bias current
TJ = –55°C to +125°C ±17.5

nA
TJ = 25°C, pre- and post-irradiated ±17.5

IOS Input offset current
TJ = –55°C to +125°C ±17.5

nA
TJ = 25°C, pre- and post-irradiated ±17.5

NOISE
Input voltage noise ƒ = 0.1 to 10 Hz 0.22 µVpp

Input voltage noise density

ƒ = 10 Hz 12

nV/√ Hz
ƒ = 100 Hz 8

ƒ = 1 kHz 8

ƒ = 10 kHz 8

in Input noise current density ƒ = 1 kHz 0.2 fA/√ Hz

INPUT VOLTAGE
VCM Common-mode voltage range TJ = 25°C, pre- and post-irradiated (V–) + 2 (V+) – 2 V

CMRR Common-mode rejection ratio

(V–) + 2 V < VCM < (V+) – 2 V,
TJ = 25°C, pre- and post-irradiated, 
JDJ package and KGD

114 140

dB

(V–) + 2 V < VCM < (V+) – 2 V,
TJ = –55°C to +125°C,
JDJ package and KGD

114

(V–) + 2 V < VCM < (V+) – 2 V,
TJ = 25°C, pre- and post-irradiated, 
HFR package

100 121

(V–) + 2 V < VCM < (V+) – 2 V,
TJ = –55°C to +125°C, HFR package 100

INPUT IMPEDANCE
Differential 100 || 3 MΩ || pF

Common mode (V–) + 2 V < VCM < (V+) – 2 V 250 || 3 GΩ || pF

FREQUENCY RESPONSE
GBW Gain-bandwidth product 1 MHz

SR Slew rate 0.8 V/µs

Settling time
0.1%, 10-V step, VS = ±15 V, G = 1 14

µs
0.01%, 10-V step, VS = ±15 V, G = 1 16

THD + N Total harmonic distortion + noise 1 kHz, G = 1, VO = 3.5 Vrms 0.002%
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5.5 Electrical Characteristics (続き)
at TJ = 25°C, VS = ±5 V to ±15 V, and RL = 2 kΩ (unless otherwise noted)

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT
OPEN-LOOP GAIN

AOL Open-loop voltage gain

VO = (VO–) + 0.5 V to (VO+) – 1.2 V,
RL = 10 kΩ 140

dB

VO = (VO–) + 1.5 V to (VO+) – 1.5 V,
RL = 2 kΩ, TJ = 25°C,
pre- and post-irradiated,
JDJ package and KGD

118 134

VO = (VO–) + 1.5 V to (VO+) – 1.5 V,
RL = 2 kΩ, TJ = –55°C to +125°C, 
JDJ package and KGD

118 134

VO = (VO–) + 1.5 V to (VO+) – 1.5 V,
RL = 2 kΩ, TJ = 25°C,
pre- and post-irradiated,
HFR package

100 123

VO = (VO–) + 1.5 V to (VO+) – 1.5 V,
RL = 2 kΩ, TJ = –55°C to +125°C, 
HFR package

100 123

VO = (VO–) + 3.4 V to (VO+) – 3.4 V,
RL = 600 Ω, VS = ±7 V, TJ = 25°C,
pre- and post-irradiated,
JDJ package and KGD

118 134

VO = (VO–) + 3.4 V to (VO+) – 3.4 V,
RL = 600 Ω, VS = ±7 V,
TJ = –55°C to +125°C,
JDJ package and KGD

118 134

VO = (VO–) + 3.4 V to (VO+) – 3.4 V,
RL = 600 Ω, VS = ±7 V, TJ = 25°C,
pre- and post-irradiated,
HFR package

90 114

VO = (VO–) + 3.4 V to (VO+) – 3.4 V,
RL = 600 Ω, VS = ±7 V,
TJ = –55°C to +125°C, HFR package

90 114

OUTPUT

VO Output voltage

RL = 10 kΩ, TJ = 25°C,
pre- and post-irradiated (V–) + 0.5 (V+) – 1.2

V

RL = 10 kΩ, TJ = –55°C to +125°C (V–) + 0.5 (V+) – 1.2

RL = 2 kΩ, TJ = 25°C,
pre- and post-irradiated (V–) + 1.5 (V+) – 1.5

RL = 2 kΩ, TJ = –55°C to +125°C (V–) + 1.5 (V+) – 1.5

TJ = 25°C, RL = 600 Ω,
pre- and post-irradiated (V–) + 3.4 (V+) – 3.4

RL = 600 Ω, VS = ±7 V,
TJ = –55°C to +125°C (V–) + 3.4 (V+) – 3.4

ISC Short-circuit current ±35 mA

CLOAD Capacitive load drive ƒ = 350 kHz, IO = 0 mA See セクション 5.6

POWER SUPPLY

IQ Quiescent current per amplifier
IO = 0 mA, TJ = 25°C,
pre- and post-irradiated ±790 ±850

µA
IO = 0 mA, TJ = –55°C to +125°C ±900
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5.6 Typical Characteristics
at TJ = 25°C, VS = ±15 V, RL = 2 kΩ, and pre-irradiated (unless otherwise noted)
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図 5-1. Open-Loop Gain and Phase vs Frequency
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図 5-2. Power Supply and Common-Mode Rejection vs 
Frequency
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図 5-3. Input Noise and Current Noise Spectral Density vs 
Frequency
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図 5-5. Channel Separation vs Frequency
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図 5-6. Total Harmonic Distortion + Noise vs Frequency
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5.6 Typical Characteristics (continued)
at TJ = 25°C, VS = ±15 V, RL = 2 kΩ, and pre-irradiated (unless otherwise noted)
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図 5-7. AOL, CMR, PSR vs Temperature
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図 5-8. Input Bias Current vs Temperature
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図 5-9. Quiescent Current and Short-Circuit Current vs 
Temperature
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図 5-10. Change in Input Bias Current vs Power Supply Voltage
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図 5-12. Quiescent Current vs Supply Voltage
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5.6 Typical Characteristics (continued)
at TJ = 25°C, VS = ±15 V, RL = 2 kΩ, and pre-irradiated (unless otherwise noted)
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図 5-14. Maximum Output Voltage vs Frequency
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図 5-15. Output Voltage Swing vs Output Current
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図 5-16. Small-Signal Overshoot vs Load Capacitance

10 µs/div

2
 V

/d
iv

G = 1 CL = 1500 pF VS = ±15 V
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5.6 Typical Characteristics (continued)
at TJ = 25°C, VS = ±15 V, RL = 2 kΩ, and pre-irradiated (unless otherwise noted)

1 µs/div

2
0
 m

V
/d

iv

G = 1 CL = 1500 pF VS = ±15 V

図 5-19. Small-Signal Step Response
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6 Detailed Description
6.1 Overview
The OPA4277-SP precision operational amplifier replaces the industry standard LM124-SP. The OPA4277‑SP 
offers improved noise, wider output voltage swing, and is twice as fast with half the quiescent current. Features 
include ultra-low offset voltage and drift, low bias current, high common-mode rejection, and high power-supply 
rejection.

6.2 Functional Block Diagram

+IN

–IN

+

–
OUT

Compensation

Input Bias Current 

Cancellation

Input Bias Current 

Cancellation

6.3 Feature Description
The OPA4277-SP operates from ±2-V to ±18-V supplies with excellent performance. Unlike most operational 
amplifiers that are specified at only one supply voltage, the OPA4277-SP precision operational amplifier is 
specified for real-world applications; a single limit applies over the ±5-V to ±15-V supply range. High 
performance is maintained as the amplifier swings to the specified limits. Because the initial offset voltage is so 
low (±50-µV, max), user adjustment is usually not required.

6.3.1 Input Protection

The inputs of the OPA4277-SP are protected with 1-kΩ series input resistors and diode clamps. The inputs can 
withstand ±30-V differential inputs without damage. The protection diodes conduct current when the inputs are 
overdriven. The conducting current can disturb the slewing behavior of unity-gain follower applications, but does 
not damage the operational amplifier.

+

±

1 k 

1 k

図 6-1. OPA4277-SP Input Protection
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6.3.2 Input Bias Current Cancellation

The input stage base current of the OPA4277-SP is internally compensated with an equal and opposite 
cancellation circuit. The resulting input bias current is the difference between the input stage base current and 
the cancellation current. This residual input bias current can be positive or negative.

When the bias current is canceled in this manner, the input bias current and input offset current are 
approximately the same magnitude. As a result, using a bias current cancellation resistor is not necessary, as is 
often done with other operational amplifiers. 図  6-2 (a) shows an op amp with an external bias current 
cancellation resistor and (b) shows the OPA4277-SP which requires no external bias current cancellation 
resistor. Be aware that a resistor added to cancel input bias current errors can actually increase offset voltage 
and noise.

Op Amp

(a)

OPA4277-SP

(b)

No bias current

cancellation resistor

(see text)

Conventional op amp with external bias

current cancellation resistor.

OPA4277-SP with no external bias

current cancellation resistor.

R2

R1

R2

R1

RB = R2 || R1

Copyright © 2016, Texas Instruments Incorporated

図 6-2. Input Bias Current Cancellation

6.4 Device Functional Modes
The OPA4277-SP has a single functional mode and is operational when the power-supply voltage, (V+) – (V–), 
is less than or equal to 36 V and greater than or equal to 4 V.
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7 Application and Implementation

注

以下のアプリケーション情報は、TI の製品仕様に含まれるものではなく、TI ではその正確性または完全性を

保証いたしません。個々の目的に対する製品の適合性については、お客様の責任で判断していただくことに
なります。お客様は自身の設計実装を検証しテストすることで、システムの機能を確認する必要があります。

7.1 Application Information
The OPA4277-SP is unity-gain stable and free from unexpected output phase reversal, making this device easy 
to use in a wide range of applications. Applications with noisy or high-impedance power supplies can require 
decoupling capacitors close to the device pins. In most cases, 0.1-µF capacitors are adequate.

7.2 Typical Application
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2RF

R

50 Ω

1 kΩ

RF
10 kΩ

IR1

VLIN

RCM = 1250 Ω

0.01 µF
Copyright © 2016, Texas Instruments Incorporated

図 7-1. Thermocouple Low-Offset, Low-Drift Loop Measurement With Diode Cold Junction Compensation

7.2.1 Design Requirements

For the thermocouple low-offset, low-drift loop measurement with diode cold junction compensation shown in 図 
7-1, a gain of 50 is desired.
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7.2.2 Detailed Design Procedure

式 1 calculates the resistor values needed for a gain of 50. 表 7-1 lists the design parameters.

F2R
G 1 50

R
 �  

(1)

表 7-1. Design Parameters
DESIGN PARAMETER EXAMPLE VALUE

RF 10 kΩ

R 412 Ω

7.2.3 Application Curve
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図 7-2. Warm-Up Offset Voltage Drift

7.3 Power Supply Recommendations
The OPA4277-SP operates from ±2-V to ±18-V supplies with excellent performance. Unlike most operational 
amplifiers that are specified at only one supply voltage, the OPA4277-SP is specified for real-world applications; 
a single limit applies over the ±5-V to ±15-V supply range. Thus, operating at VS = ±10 V has the same specified 
performance as using ±15-V supplies. In addition, key parameters are specified over the temperature range of –
55°C to +125°C. Most behavior remains unchanged through the full operating voltage range (±2 V to ±18 V). 
Parameters that vary significantly with operating voltage or temperature are shown in the Typical Characteristics 
curves.
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7.4 Layout
7.4.1 Layout Guidelines

The OPA4277-SP has very-low offset voltage and drift. To achieve highest performance, optimize circuit layout 
and mechanical conditions. Offset voltage and drift can be degraded by small thermoelectric potentials at the 
operational amplifier inputs. Connections of dissimilar metals generate thermal potential, which can degrade the 
ultimate performance of the OPA4277-SP. Cancel these thermal potentials by making sure that the potentials are 
equal in both input terminals.

• Keep the thermal mass of the connections made to the two input terminals similar.
• Locate heat sources as far as possible from the critical input circuitry.
• Shield operational amplifier and input circuitry from air currents such as cooling fans.

7.4.2 Layout Example

VOUT A

VOUT B VOUT C
  

RFBRGB

V+IN B

V+

C1

RFARGA

V+IN A

GND

GND

GND

RFC RGC

V+IN C

1

2

3

4

5

6

7

14

13

12

11

10

9

8

V–

C2

RFD RGD

VOUT D
  

V+IN D

GND

GND

GND

To minimize leakage, use 

ground pours or guard 

traces to shield the input 

signal pins

Place bypass capacitors as 

close to IC as possible

Package backside is non-metalized  

図 7-3. Board Layout Example
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8 Device and Documentation Support
8.1 ドキュメントの更新通知を受け取る方法
ドキュメントの更新についての通知を受け取るには、www.tij.co.jp のデバイス製品フォルダを開いてください。[通知] をク

リックして登録すると、変更されたすべての製品情報に関するダイジェストを毎週受け取ることができます。 変更の詳細に

ついては、改訂されたドキュメントに含まれている改訂履歴をご覧ください。

8.2 サポート・リソース
テキサス・インスツルメンツ E2E™ サポート・フォーラムは、エンジニアが検証済みの回答と設計に関するヒントをエキスパ

ートから迅速かつ直接得ることができる場所です。既存の回答を検索したり、独自の質問をしたりすることで、設計で必要
な支援を迅速に得ることができます。

リンクされているコンテンツは、各寄稿者により「現状のまま」提供されるものです。これらはテキサス・インスツルメンツの仕
様を構成するものではなく、必ずしもテキサス・インスツルメンツの見解を反映したものではありません。テキサス・インスツ
ルメンツの使用条件を参照してください。

8.3 Trademarks
テキサス・インスツルメンツ E2E™ is a trademark of Texas Instruments.
すべての商標は、それぞれの所有者に帰属します。

8.4 静電気放電に関する注意事項
この IC は、ESD によって破損する可能性があります。テキサス・インスツルメンツは、IC を取り扱う際には常に適切な注意を払うこと

を推奨します。正しい取り扱いおよび設置手順に従わない場合、デバイスを破損するおそれがあります。

ESD による破損は、わずかな性能低下からデバイスの完全な故障まで多岐にわたります。精密な IC の場合、パラメータがわずか

に変化するだけで公表されている仕様から外れる可能性があるため、破損が発生しやすくなっています。

8.5 用語集
テキサス・インスツルメンツ用語集 この用語集には、用語や略語の一覧および定義が記載されています。

9 Revision History
資料番号末尾の英字は改訂を表しています。その改訂履歴は英語版に準じています。

Changes from Revision A (January 2019) to Revision B (November 2024) Page
• ドキュメント全体にわたって表、図、相互参照の採番方法を更新............................................................................. 1
• 「特長」で値が標準値であることを明確化 ..............................................................................................................1
• 「特長」で、アンプごとの標準静止電流を 800µA から 790µA に変更 .....................................................................1
• 「アプリケーション」で関連する最終製品の一覧を更新 .......................................................................................... 1
• 「概略回路図」を更新し、入力保護回路を表示 ..................................................................................................... 1
• Updated incorrect pin descriptions for pins 9, 10, 23, and 24 in Table 5-1, Pin Functions: CDIP ..................... 3
• Updated incorrect pin names for pins 19 and 20 in Table 5-1, Pin Functions: CDIP .........................................3
• Updated incorrect pin names for pins 19 and 20 in Figure 5-1, JDJ Package, 28-Pin CDIP (Top View) .......... 3
• Changed RθJB, ψJT, and ψJB parameter values and added RθJC(bot) thermal metric for JDJ package in 

Thermal Information .......................................................................................................................................... 6
• Added HFR package to Thermal Information ....................................................................................................6
• Changed parameter text from "Input offset voltage" to "Input offset voltage long-term stability" for "vs time" 

spec in Electrical Characteristics .......................................................................................................................7
• Changed parameter text for PSRR from "Input offset voltage" to "Power-supply rejection ratio" in 

Electrical Characteristics ................................................................................................................................... 7
• Updated some CMRR and AOL parameter descriptions to specifically specify JDJ package and KGD, and 

clarified that some test conditions for these specifications are both pre- and post-irradiation in 
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• Added minimum CMRR specification of 100dB, and typical CMRR specification of 121dB, for HFR package in 
Electrical Characteristics ................................................................................................................................... 7

• Added minimum AOL specifications of 100dB (2kΩ load) and 90dB (600Ω load), and typical specifications of 
123dB (2kΩ load) and 114dB (600Ω load), for HFR package in Electrical Characteristics ............................... 7

• Deleted "specified voltage" and "operating voltage" specifications from Electrical Characteristics, as these 
specifications already appear in Recommended Operating Conditions ............................................................ 7

• Deleted duplicate title from Figure 6-3, Input Noise and Current Noise Spectral Density vs Frequency .......... 9
• Updated Functional Block Diagram to include input bias current cancellation and compensation 

functional blocks............................................................................................................................................... 13
• Added minimum valid supply voltage to description of Device Functional Modes and clarified that maximum 

power-supply voltage can equal 36 V...............................................................................................................14
• Deleted thermal pad recommendations from Layout Guidelines to accurately reflect packaged-

device characteristics....................................................................................................................................... 17
• Changed Figure 8-3, Board Layout Example, from a generic op-amp EVM layout to device-specific layout.. 17

Changes from Revision * (December 2016) to Revision A (January 2019) Page
• 「特長」セクションを変更 .......................................................................................................................................1
• 新しいデバイス パッケージを追加......................................................................................................................... 1
• Updated Pin Configurations and Functions section............................................................................................3
• Updated Recommended Operating Conditions table......................................................................................... 6
• Updated Figure 6-3, Input Noise and Current Noise Spectral Density vs Frequency ....................................... 9

10 Mechanical, Packaging, and Orderable Information
The following pages include mechanical, packaging, and orderable information. This information is the most 
current data available for the designated devices. This data is subject to change without notice and revision of 
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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重要なお知らせと免責事項
テキサス・インスツルメンツは、技術データと信頼性データ (データシートを含みます)、設計リソース (リファレンス デザインを含みます)、アプリケーショ

ンや設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供しており、商品性

および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的にかかわらず拒否しま
す。

これらのリソースは、 テキサス・インスツルメンツ製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーショ

ンに適した テキサス・インスツルメンツ製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種

規格や、その他のあらゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。

上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている テキサス・インスツルメンツ製品を使用す

るアプリケーションの開発の目的でのみ、 テキサス・インスツルメンツはその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製す

ることや掲載することは禁止されています。 テキサス・インスツルメンツや第三者の知的財産権のライセンスが付与されている訳ではありません。お客様

は、これらのリソースを自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、 テキサス・インスツルメンツおよびその代理

人を完全に補償するものとし、 テキサス・インスツルメンツは一切の責任を拒否します。

テキサス・インスツルメンツの製品は、 テキサス・インスツルメンツの販売条件、または ti.com やかかる テキサス・インスツルメンツ製品の関連資料など

のいずれかを通じて提供する適用可能な条項の下で提供されています。 テキサス・インスツルメンツがこれらのリソースを提供することは、適用される 

テキサス・インスツルメンツの保証または他の保証の放棄の拡大や変更を意味するものではありません。

お客様がいかなる追加条項または代替条項を提案した場合でも、 テキサス・インスツルメンツはそれらに異議を唱え、拒否します。IMPORTANT 
NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2024, Texas Instruments Incorporated

https://www.ti.com/ja-jp/legal/terms-conditions/terms-of-sale.html
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PACKAGING INFORMATION

Orderable Device Status
(1)

Package Type Package
Drawing

Pins Package
Qty

Eco Plan
(2)

Lead finish/
Ball material

(6)

MSL Peak Temp
(3)

Op Temp (°C) Device Marking
(4/5)

Samples

5962L1620901V9A ACTIVE XCEPT KGD 0 36 RoHS & Green Call TI N / A for Pkg Type -55 to 125 Samples

5962L1620901VXA ACTIVE CDIP SB JDJ 28 12 RoHS & Green Call TI N / A for Pkg Type -55 to 125 5962L1620901VX
A
OPA4277-SP

Samples

5962L1620901VYC ACTIVE CFP HFR 14 25 RoHS & Green AU N / A for Pkg Type -55 to 125 5962L1620901VYC
OPA4277-SP

Samples

 
(1) The marketing status values are defined as follows:
ACTIVE: Product device recommended for new designs.
LIFEBUY: TI has announced that the device will be discontinued, and a lifetime-buy period is in effect.
NRND: Not recommended for new designs. Device is in production to support existing customers, but TI does not recommend using this part in a new design.
PREVIEW: Device has been announced but is not in production. Samples may or may not be available.
OBSOLETE: TI has discontinued the production of the device.

 
(2) RoHS:  TI defines "RoHS" to mean semiconductor products that are compliant with the current EU RoHS requirements for all 10 RoHS substances, including the requirement that RoHS substance
do not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered at high temperatures, "RoHS" products are suitable for use in specified lead-free processes. TI may
reference these types of products as "Pb-Free".
RoHS Exempt: TI defines "RoHS Exempt" to mean products that contain lead but are compliant with EU RoHS pursuant to a specific EU RoHS exemption.
Green: TI defines "Green" to mean the content of Chlorine (Cl) and Bromine (Br) based flame retardants meet JS709B low halogen requirements of <=1000ppm threshold. Antimony trioxide based
flame retardants must also meet the <=1000ppm threshold requirement.

 
(3) MSL, Peak Temp. - The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder temperature.

 
(4) There may be additional marking, which relates to the logo, the lot trace code information, or the environmental category on the device.

 
(5) Multiple Device Markings will be inside parentheses. Only one Device Marking contained in parentheses and separated by a "~" will appear on a device. If a line is indented then it is a continuation
of the previous line and the two combined represent the entire Device Marking for that device.

 
(6) Lead finish/Ball material - Orderable Devices may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two
lines if the finish value exceeds the maximum column width.

 
Important Information and Disclaimer:The information provided on this page represents TI's knowledge and belief as of the date that it is provided. TI bases its knowledge and belief on information
provided by third parties, and makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. TI has taken and
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continues to take reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals.
TI and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited information may not be available for release.

 
In no event shall TI's liability arising out of such information exceed the total purchase price of the TI part(s) at issue in this document sold by TI to Customer on an annual basis.

 
 OTHER QUALIFIED VERSIONS OF OPA4277-SP :

• Catalog : OPA4277

• Enhanced Product : OPA4277-EP

 NOTE: Qualified Version Definitions:

• Catalog - TI's standard catalog product

• Enhanced Product - Supports Defense, Aerospace and Medical Applications
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PACKAGE MATERIALS INFORMATION
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TUBE
 
 

L - Tube length
T - Tube  
height

W - Tube  
width

B - Alignment groove width
 
 
*All dimensions are nominal

Device Package Name Package Type Pins SPQ L (mm) W (mm) T (µm) B (mm)

5962L1620901VXA JDJ CDIP SB 28 12 506.98 15.24 12290 NA

5962L1620901VYC HFR CFP (HSL) 14 25 506.98 26.16 6220 NA

Pack Materials-Page 1
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PACKAGE OUTLINE

C

A 7.85
7.35

B

10.724
10.224

25 MAX

6X 1.27

2X 7.62

8X 0.482
0.382

2.209 MAX

0.20
0.120.43 MAX (5.498)

(7.09)

(9.58)

4X (R0.51)

4224229/A   03/2018

CFP - 2.209 mm max heightHFR0014A
CERAMIC FLATPACK

NOTES:
 
1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
    per ASME Y14.5M.
2. This drawing is subject to change without notice.
3. This package is hermetically sealed with a metal lid. The lid is not connected to any lead.
4. The leads are gold plated.

0.2 C A B

1

7 8

14

SCALE  1.000

1

7 8

14

PIN 1 ID



重要なお知らせと免責事項
TI は、技術データと信頼性データ (データシートを含みます)、設計リソース (リファレンス・デザインを含みます)、アプリケーションや
設計に関する各種アドバイス、Web ツール、安全性情報、その他のリソースを、欠陥が存在する可能性のある「現状のまま」提供してお
り、商品性および特定目的に対する適合性の黙示保証、第三者の知的財産権の非侵害保証を含むいかなる保証も、明示的または黙示的に
かかわらず拒否します。
これらのリソースは、TI 製品を使用する設計の経験を積んだ開発者への提供を意図したものです。(1) お客様のアプリケーションに適した 
TI 製品の選定、(2) お客様のアプリケーションの設計、検証、試験、(3) お客様のアプリケーションに該当する各種規格や、その他のあら
ゆる安全性、セキュリティ、規制、または他の要件への確実な適合に関する責任を、お客様のみが単独で負うものとします。
上記の各種リソースは、予告なく変更される可能性があります。これらのリソースは、リソースで説明されている TI 製品を使用するアプ
リケーションの開発の目的でのみ、TI はその使用をお客様に許諾します。これらのリソースに関して、他の目的で複製することや掲載す
ることは禁止されています。TI や第三者の知的財産権のライセンスが付与されている訳ではありません。お客様は、これらのリソースを
自身で使用した結果発生するあらゆる申し立て、損害、費用、損失、責任について、TI およびその代理人を完全に補償するものとし、TI
は一切の責任を拒否します。
TI の製品は、TI の販売条件、または ti.com やかかる TI 製品の関連資料などのいずれかを通じて提供する適用可能な条項の下で提供され
ています。TI がこれらのリソースを提供することは、適用される TI の保証または他の保証の放棄の拡大や変更を意味するものではありま
せん。
お客様がいかなる追加条項または代替条項を提案した場合でも、TI はそれらに異議を唱え、拒否します。IMPORTANT NOTICE

郵送先住所：Texas Instruments, Post Office Box 655303, Dallas, Texas 75265
Copyright © 2024, Texas Instruments Incorporated
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